Administrative Alternates

DEVELOPMENT
SERVICES
DEPARTMENT

Development Services Customer Service Center | 1 Exchange Plaza, Suite 400 | Raleigh, NC 27601 | 919-996-2495 | efax 919-996-1831

Administrative Alternate Request: Requested in accordance with UDO Section 10.2.17 OFFICE USE ONLY

Section(s) of UDO affected:

Sec 1.5.9 Transparency

See Attached

Provide an explanation of the alternate requested, along with an applicant’s statement of the findings

Transaction Number

Transaction # 512417 Site Plan Review

Provide all associated case plan numbers including zoning and site plan:

Property Address Date

6106 Corporate Ridge Rd., Raleigh, NC 6/20/17

Property PIN Current Zoning

077462661 CX4-PL

Nearest Intersection Property size (in acres)
Chapel Hill Rd. & Corporate Ridge Rd. 97

Property Owner Phone Mail

Perry Brother Properties, LLC 252-523-5107 P. 0. Box 1475, Kinston, NC 28503

Email

elyperry3@gmail.com

Project Contact Person

Ely Perry Il

Phone
252-559-2629

P. O. Box 1475, Kinston, NC 28503

Email
elyperry3@gmail.com

Property Owneﬁi%ﬁure
7 ¢ "Q‘%—»

Email

elyperry3@gmail.com

Notary / / ’ / )

Sworn and subscribed before me this _ZQ_ day of

June 2017

Notary Signature and Seal

DA D SPEIGH
NOTARY PUBLIC
L.enoir County, North Carolina

My Commission Expires Oct. 2. 2021
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Administrative Alternates Application Attachments

Explanation of Alternate Request — The proposed building at 6106 Corporate Ridge
Rd., Raleigh, NC is an O’Reilly Auto Parts which is designed with the front of the store
or retail area facing Chapel Hill Rd. (North Elevation) and the back of the store or stock
room area facing Corporate Ridge Rd. (South Elevation). Corporate Ridge Rd. is a short
cul-de-sac road that is +- 10 feet higher in elevation that the site. The south side of
Corporate Ridge Rd is zoned I1X-3.

Per the City of Raleigh UDO section 1.5.9 transparency requirements, any facades facing
a street must meet the transparency requirement. The applicant is requesting an
administrative alternate for the South Elevation because placing windows in a stock room
will be unattractive for vehicular traffic and pedestrians on Corporate Ridge Road and
inefficient for the stock room area. Attached are the following supporting documents:
Site pictures

Elevation Renderings

Site Plan

Alta Survey

Floor Plan

Aerial

mo a0 o

Statement of Findings

a. The alternate meets the intent of the transparency requirements
The intent of the transparency requirement is to “lend visual interest to street-
facing facades for both pedestrians and building occupants and minimize blank
wall areas.” Elevation Renderings are attached which show the proposed
South Elevation which incorporates brick with brick accent colors, pilasters,
shutters and trees to provide visual interest on the South Elevation which
prevents a blank wall look of the South Elevation. We believe that it is not
logical to place windows in a stock room area and the intent of visual interest
to street-facing facades will be better served with the proposed alternate plan
than windows in a stock room area.

b. The Alternate conforms with the Comprehensive Plan
We believe the alternate conforms with the Comprehensive Plan as described
in the following
i. Policy LU 5.1 — Reinforcing the Urban Pattern — We believe that the
proposed South Elevation is attractive and integrates well with the
adjacent buildings in the area. There are 2 lots that are vacant on this cul-
de-sac and the south side is developed with industrial type uses.

ii. Policy LU7.4 — Scale and Design of New Commercial Uses - The new use
is appropriate with the existing development in the area which is a
McDonald’s directly to the east, Sheetz on the east side of McDonald’s as
well as a Wingate Hotel at the end of the cul-de-sal to the west as shown



on the attached aerial. There is also industrial/commercial use directly to
the south of the property including Seal Master and Ferrell Gas Company.

iii. Policy UD 1.2— Architectural Features - and Policy UD 1.3 Creating
Attractive Facades - The proposed shutters on the South Elevation serves
to mimic windows and the combination of brick with an accent color,
pilasters, EIFS cap give the proposed South Elevation architecturally
attractive features.

The street-facing building facade utilizes other architectural treatments to
create visual interest to offset the reduction in transparency
As stated before, the South Elevation which incorporates brick with brick
accent colors, pilasters, shutters and trees to provide visual interest on the
South Elevation which prevents a blank wall look of the South Elevation.
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GPS SURVEY CERTIFICATION

I, STEVEN W. MULLINS, CERTIFY THAT THIS PLAT WAS DRAWN
UNDER MY SUPERVISION FROM AN ACTUAL GPS (OR GNSS) SURVEY
MADE UNDER MY SUPERVISION AND THE FOLLOWING INFORMATION
WAS USED TO PERFORM THE SURVEY;

CLASS OF SURVEY: CLASS A

POSITIONAL ACCURACE: 0.07' + 50 PPM OR LESS
TYPE OF GPS (OR GNSS) FIELD PROCEDURE: OPUS
DATE(S) OF SURVEY: NOVEMBER 18, 2016

DATUM / EPOCH: NAD_83 (2011) /2010.0000
PUBLISHED / FIXED CONTROL:
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FLOOD INFORMATION

ZONING INFORMATION

ZONING: CX-3-PL

SUBJECT PROPERTY IS NOT LOCATED WITHIN A SPECIAL FLOOD HAZARD ZONE.
IT IS LOCATED IN ZONE "X" AS DEFINED BY HUD F.I.R.M. COMMUNITY PANEL
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WWW.CSITEDESIGN.COM

RALEIGH, NORTH CAROLINA 27613

8512 CREEDMOOR ROAD

Phone: 252.523-5107
Fax: 252.523.8858
www.perrysinc.com

518 Plaza BLVD.
PO BOX 1478
Kinston, NC 28503
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STUDS TO 12'-0" A.F.F.

3-5/8" (20 GA.) COLD FORM
METAL STUDS AT 24" O.C.

5/8" TYPE 'X' GYPSUM BOARD

INTERIOR SIDE TO 12'-0" A.F.F.

S$42

STUDS TO ROOF FRAMING
ABOVE.

3-5/8" COLD FORM METAL
STUDS (REFER STRUCTURAL
DRAWINGS).

r 5/8" TYPE 'X' GYPSUM BOARD

EACH SIDE. PARTS AREA "A"
TO 12'-6" A.F.F.. PARTS AREA
"B" AND "C" TO BOTTOM OF
ROOF FRAMING.

@&

@ ©

78"8"

S

© ©

Q0 @ ©

| 1 | FLOOR PLAN

l Al1.1 'ScALE: 1/8" = 10"

5/8"

5/8" /8"

STUDS TO 8'-6" A.F.F.

3-5/8" (20 GA.) COLD FORM
METAL STUD FRAMING AT 24"
0O.C.

5/8" TYPE 'X' GYPSUM BOARD
EACH SIDE.

N

3 1/2" UNFACED SOUND
BATT INSULATION.

$43

INTERIOR WALL TYPES

(SCALE 1 1/2" = 1'-0")

5/8" 6"
5/8"_ STUDS TO 8'-6" A.F.F. 5/8" 5/8"

3-5/8" (20 GA.) COLD FORM
METAL STUDS AT 24" O.C.

5/8" TYPE 'X' GYPSUM BOARD
INTERIOR SIDE TO 12'-0" A.F.F.

s44

STUDS TO 8'-6" A.F.F.

6" (20 GA.) COLD FORM
METAL STUD FRAMING AT 24"
O.C.

5/8" TYPE 'X' GYPSUM BOARD
EACH SIDE.

3 1/2" UNFACED SOUND
BATT INSULATION.

STUDS TO 8'-6" A.F.F.

6" (20 GA.) COLD FORM
METAL STUD FRAMING AT 24"
O.C.

5/8" TYPE 'X' GYPSUM BOARD
INTERIOR SIDE.

$62
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GENERAL NOTES

REFER TO PROJECT MANUAL FOR ADDITIONAL REQUIREMENTS.

ALL DIMENSIONS TO ROUGH FACE OF ROUGH FRAMING, CONCRETE,
MASONRY OR CENTERLINE OF STRUCTURE, UNLESS OTHERWISE
NOTED. COLD FORM METAL STUD INTERIOR PARTITION DIMENSIONS
3-5/8" UNLESS OTHERWISE INDICATED AND NOT SHOWN FOR
CLARITY.

REFER TO EXTERIOR AND INTERIOR FINISH SCHEDULES FOR
ADDITIONAL REQUIREMENTS.

REFER TO PRE-ENGINEERED METAL BUILDING SHOP DRAWINGS
FOR ADDITIONAL REQUIREMENTS. NOTIFY ARCHITECT IF FINAL
DESIGN CONDITIONS DEVIATE SUBSTANTIALLY FROM THOSE
INDICATED HEREIN.

KEY NOTES

CONCEALED STEEL COLUMN, REFER TO PRE-ENGINEERED METAL
BUILDING SHOP DRAWINGS. PROVIDE SHEET METAL COVER WITH

NO EXPOSED HORIZONTAL SEAMS. FINISH TO MATCHING WINDOW
FRAMING.

EXPOSED STEEL COLUMN, REFER TO PRE-ENGINEERED METAL
BUILDING SHOP DRAWINGS, (PAINT).

OWNER FURNISHED AND CONTRACTOR INSTALLED SAFE. SIZE AND
TYPE TO BE VERIFIED BY OWNER. DO NOT INSTALL UNIT UNTIL
AFTER OFFICE INTERIOR FINISH WORK HAS BEEN COMPLETED.

PORTABLE FIRE EXTINGUISHER SURFACE MOUNTED AT 42" AF.F.
TO CENTERLINE OF EXTINGUISHER. FIRE EXTINGUISHERS SHALL
BE UL LISTED, ABC TYPE, WITH 10 LBS. CAPACITY.

SHOWROOM CORNER WALL BOX OUT. INSTALL 5/8" FIRE TREATED
PLYWOOD BACKING TO BACK SIDE OF STUD INTERIOR FLANGE ON
EACH EXPOSED WALL FACE FROM 8'-0" TO 10'-0" A.F.F. FOR
INSTALLATION OF SECURITY MIRRORS. REFER TO 4/A4.2 (TYPICAL).

TACTILE EXIT SIGN AT EXIT DISCHARGE DOOR STATING "EXIT" WITH
BRAILLE LETTERING. SIGN TYPE TO COMPLY WITH ANSI A117.1 AND
MOUNTED AT 60" A.F.F. TO CENTERLINE.

NOT USED.
ROOF ACCESS. PROVIDE LADDER AND ROOF HATCH SYSTEM.

REFER TO SECTION 6/A3.3. COORDINATE LOCATION WITH P.E.M.B.
SHOP DRAWINGS.

SPECIAL NOTE:

REFER TO PRE-ENGINEERED METAL BUILDING SHOP DRAWINGS
FOR LOCATIONS OF INDEPENDENT STRUCTURAL VERTICAL
LATERAL BRACING SYSTEMS AND NOTIFY OWNER'S
REPRESENTATIVE AND ARCHITECT IF BRACING OCCURS ADJACENT
TO RESTROOM PERIMETER WALLS. ENTIRE RESTROOM LAYOUT TO
SHIFT 6" AWAY FROM BRACING WALL(S) TO CONCEAL STRUCTURE.

INTERIOR WALL &
CEILING NOTES

1. GENERAL:

A. REFER TO FINISH SCHEDULES FOR ADDITIONAL WALL FINISH MATERIAL
APPLICATIONS.

B. REFER TO WALL SECTIONS AND DETAILS FOR ADDITIONAL CONDITIONS.

2. FRAMING:

A. PROVIDE FIRE TREATED 2X BLOCKING AS REQUIRED FOR INSTALLATION

OF ACCESSORIES PER MANUFACTURER'S RECOMMENDATIONS.

B. PROVIDE DIAGONAL WALL BRACING ( 3" X 16 GA. FLAT STRIP ) AT
CORNER FACES OF FREE STANDING PARTITION SYSTEMS.

C. WHERE WALL FRAMING EXTENDS TO BOTTOM OF ROOF DECK OR
STRUCTURE, PROVIDE DEFLECTION CHANNELS AT TOP TRACK FOR 1 1/2"
MINIMUM DEFLECTION.

D. REFER TO STRUCTURAL DRAWINGS FOR STRUCTURAL STUD
REQUIREMENTS.

E. REFER TO WINDOW AND DOOR HEAD, JAMB AND SILL DETAILS FOR
ADDITIONAL FRAMING REQUIREMENTS.

F. PROVIDE HORIZONTAL STUD BRIDGING AT 4'-0" O.C. VERTICAL.

3. GYPSUM AND BACKING BOARD:

A. EXPANSION/CONTROL JOINTS: INSTALL EXPANSION/CONTROL JOINTS
IN CEILINGS EXCEEDING 2500 SQ. FT. IN AREA AND IN PARTITION WALL
LENGTHS EXCEEDING 30 FEET. DO NOT EXCEED A DISTANCE OF 50 FEET
IN ANY DIRECTION BETWEEN CEILING JOINTS. INSTALL CONTROL JOINTS
WHERE FRAMING OR FURRING CHANGES DIRECTION.

B. PROVIDE MOISTURE RESISTANT TYPE "X" GYPSUM BOARD AT ALL WET
LOCATIONS (RESTROOMS, WET WALLS, AND JANITOR'S SINK AREAS).

C. PROVIDE "J" MOLDING, REGLETS, OR CORNER BEAD AT GYPSUM BOARD
PERIMETER CONDITIONS TRANSITIONING TO DISSIMILAR EXPOSED FINISH
MATERIALS.

4. INSULATION:

A. INSULATION SHALL HAVE A FLAME SPREAD RATING OF 0-25 AND A
SMOKE DEVELOPMENT RATING OF 0- 450.

B. PROVIDE SEALANT ON BOTH SIDES OF STUD BOTTOM TRACKS AT
ACOUSTICAL INSULATED WALL LOCATIONS.

5. FIRE STOPPING:

A. PROVIDE FIRE STOPPING AND FIRE SEALANT MATERIALS AS REQUIRED
AT ALL FIRE RATED ASSEMBLY TRANSITIONS, PENETRATIONS, AND
PERIMETER CONDITIONS. RATING TO BE EQUAL TO RATED ASSEMBLY.
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JOHN D. TORGERSON

ARCHITECT LICENSE NUMBER

13595

SHEETS BEARING THIS SEAL ARE
AUTHENTICATED, RESPONSIBILITY FOR
ALL OTHER PLANS, SPECIFICATIONS
OR INSTRUMENTS ARE DISCLAIMED.

116 N. 2ND AVENUE

OZARK, MO 65721

9
2

P (417) ;81-888
F (417) 581-900

torgerson DESIGN partners

L
18
O
-
)
1))
-
<
o
O
-
-
<
2
=
L
(c
o
2
L
Z

6106 CORPORATE RIDGE ROAD

RALEIGH, NC 27607

IFLOOR PLAN

-
O
Ll
=
o
19
o

7/
\

\//

ANJAN
l/la
\ N\

NN\

\/\/\/\/\/\/\/\/\/
N\

7 7
\

DRAWN BY:

CH

CHECKED BY:

KR

DATE:

03/31/2017

REVISION:

ADDO01
APRIL 18, 2017

PROJECT NUMBER:

17042-RN6

SHEET NUMBER

REPRODUCTION PROHIBITED WITHOUT THE EXPRESSED WRITTEN CONSENT OF THE DESIGN PROFESSIONAL.

© COPYRIGHT 2016 — DESIGNS, DRAWINGS AND SPECIFICATIONS ARE INSTRUMENTS OF SERVICE AND ARE THE PROPERTY OF THE DESIGN PROFESSIONAL.


AutoCAD SHX Text
W

AutoCAD SHX Text
G

AutoCAD SHX Text
M

AutoCAD SHX Text
E

AutoCAD SHX Text
MP

AutoCAD SHX Text
PLP

AutoCAD SHX Text
E

AutoCAD SHX Text
VS1

AutoCAD SHX Text
T

AutoCAD SHX Text
S

AutoCAD SHX Text
C  COPYRIGHT 2016 - DESIGNS, DRAWINGS AND SPECIFICATIONS ARE INSTRUMENTS OF SERVICE AND ARE THE PROPERTY OF THE DESIGN PROFESSIONAL.  REPRODUCTION PROHIBITED WITHOUT THE EXPRESSED WRITTEN CONSENT OF THE DESIGN PROFESSIONAL.

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
REVISION:

AutoCAD SHX Text
PROJECT NUMBER:

AutoCAD SHX Text
SHEET NUMBER

AutoCAD SHX Text
SHEETS BEARING THIS SEAL ARE AUTHENTICATED, RESPONSIBILITY FOR ALL OTHER PLANS, SPECIFICATIONS OR INSTRUMENTS ARE DISCLAIMED.

AutoCAD SHX Text
DRAWN BY:

AutoCAD SHX Text
CHECKED BY:

AutoCAD SHX Text
ARCHITECT OF RECORD

AutoCAD SHX Text
ARCHITECT LICENSE NUMBER


SITE KEYNOTES:

@ CONSTRUCT 2.0' CONCRETE SPILLING CURB AND GUTTER PER DETAIL SHEET

@ CONSTRUCT 2.0' CONCRETE CATCHING CURB AND GUTTER PER DETAIL SHEET
CONSTRUCT 2'- 6" CONCRETE CURB AND GUTTER IN NCDOT RIGHT-OF-WAY

@ CONSTRUCT CONCRETE SIDEWALK PER DETAIL SHEET

ASPHALT PAVEMENT PER DETAIL SHEET

TRANSFORMER PAD BY GENERAL CONTRACTOR, PER ELECTRIC COMPANY SPECIFICATIONS,
(COORDINATE SIZE AND LOCATION WITH UTILITY COMPANY)

CONSTRUCT DUMPSTER PAD, MINIMUM 6" CONCRETE WITH 4" ABC BASE, AND TRASH ENCLOSURE@

WITH GATES, SEE ARCHITECTURAL SHEETS FOR DETAIL, MATERIALS TO MATCH BUILDING
COMPATIBLE WITH THE PRINCIPAL BUILDING IN TERMS OF TEXTURE, QUALITY, MATERIAL AND
COLOR.

CONSTRUCT DUMPSTER PAD, MINIMUM 6" CONCRETE WITH 4" ABC BASE, AND TRASH ENCLOSURE

WITH GATES, SEE ARCHITECTURAL SHEETS FOR DETAIL, MATERIALS TO MATCH BUILDING
COMPATIBLE WITH THE PRINCIPAL BUILDING IN TERMS OF TEXTURE, QUALITY, MATERIAL AND
COLOR.

CONCRETE WHEEL STOP PER DETAIL SHEET, 6"W x 5"H x 6-0"L CONCRETE ANCHOR TO PAVING

WITH (2) 1-6" LONG #4 REBAR

@ MATCH EXISTING CURB & GUTTER. NEW CONCRETE CURB TO MATCH EXISTING PROFILE IN

INGRESS / EGRESS EASEMENT. FIELD VERIFY.
ASPHALT / CONCRETE TRANSITION PER DETAIL
LIMITS OF NEW PAVING. MATCH EXISTING PAVEMENT AND ELEVATIONS.

MATCH EXISTING CONCRETE SIDEWALK

GENERAL NOTES:

THE INFORMATION SHOWN HEREIN WAS TAKEN FROM A TOPOGRAPHIC SURVEY
PREPARED BY:

COMMERCIAL SITE DESIGN, PLLC

8312 CREEDMOOR ROAD

RALEIGH, NC

TELEPHONE: 919-848-6121

FAX: 919-848-3741

STH

@ POLE MOUNTED AREA LIGHT, SEE LIGHTING PLAN

@ CONCRETE TURN DOWN SIDEWALK PER DETAIL SHEET, VARIBLE HEIGHT AT ENTRY. SEE

(#) HANDICAP PARKING STALL CONCRETE WHEEL STOP PER DETAIL SHEET, 6"W x 5H x 6-0'L. CONCRETE ANCHOR TO PAVING {13 PAINT 4" WIDE STRIPE, USE HIGHWAY MAKING PAINT - YELLOW, 2 COATS CONCRETE TURN DOV SIDEWALK PER DETS ,
WITH (2) 16" LONG #4 REBAR : . ,

THE LOCATIONS OF ALL UTILITIES SHOWN ON THESE PLANS ARE BASED ON THE
AVAILABLE INFORMATION. THE CONTRACTOR SHALL VERIFY THE EXACT LOCATION OF

@ INSTALL HANDICAP PARKING SIGN PER DETAIL SHEET
UTILITIES WITH THE UTILITY OWNERS PRIOR TO COMMENCEMENT OF CONSTRUCTION.

COPORATE
CENTER DR

(19 PAINT 4" WIDE STRIPE @ 45°, 2 FEET APART 22 RETAINING WALL

@ POLE MOUNTED AREA LIGHT, SEE LIGHTING PLAN

@ INSTALL VAN ACCESSIBLE HANDICAP PARKING SIGN PER DETAIL SHEET

@ PAINT TRAFFIC ARROWS PER DETAIL SHEET ALL HANDICAP SITE FEATURES SHALL BE CONSTRUCTED TO MEET ALL FEDERAL, STATE

AND LOCAL CODES.

@ CONCRETE FLUME, SEE DETAIL SHEET 3.

DESCRIPTION

(7) CONCRETE PAVEMENT PER DETAIL SHEET SITE IDENTIFICATION SIGN, FURNISHED AND INSTALLED BY OWNER. REFER TO SITE UTILITIES (33 4" DIAMETER STEEL BOLLARD, SEE DETAIL. PROVIDE (2) AT OVERHEAD DOOR. PROVIDE & AT

~ PLAN FOR DETAILS. SIDEWALK. REFER TO STRUGTURAL PLAN FOR LOCATION. 4. ANY DISCREPANCY IN THIS PLAN AND ACTUAL FIELD CONDITIONS SHALL BE REPORTED TO
~ THE OWNER PRIOR TO START OF CONSTRUCTION. GENERAL CONTRACTOR SHALL BE
@ HANDICAP ACCESS TO UNLOADING ZONE. SLOPE 2% MAXIMUM ANY DIRECTION (ADA COMPLIANT)  RESPONSIBLE FOR VERIFICATION OF ALL SETBACKS, EASEMENTS, AND DIMENSIONS

AND STRIPE AS SHOWN. SHOWN HEREON BEFORE BEGINNING CONSTRUCTION.

REVISIONS
TRANSACTION 512417 COMMENTS

"BICYCLE PARKING ONLY" SIGN 5. PRIOR TO STARTING CONSTRUCTION, THE GENERAL CONTRACTOR SHALL BE
RESPONSIBLE TO VERIFY THAT ALL REQUIRED PERMITS AND APPROVALS HAVE BEEN
OBTAINED. NO CONSTRUCTION OR FABRICATION OF ANY ITEM SHALL BEGIN UNTIL THE
CONTRACTOR HAS RECEIVED ALL PLANS AND ANY OTHER DOCUMENTATION FROM ALL OF
THE PERMITTING AND ANY OTHER REGULATORY AUTHORITIES. FAILURE OF THE
CONTRACTOR TO FOLLOW THIS PROCEDURE SHALL CAUSE THE CONTRACTOR TO
ASSUME FULL RESPONSIBILITY FOR ANY SUBSEQUENT MODIFICATION OF THE WORK
MANDATED BY ANY REGULATORY AUTHORITY. ALL CONSTRUCTION TO BE IN
ACCORDANCE WITH PERMITS ISSUED AND APPLICABLE STATE, COUNTY AND LOCAL

CODES.

BICYCLE PARKING, SEE DETAIL SHEET
COPORATE ~ ~ @

RIDGE ROAD >~ TRIANGLE ~
/
/
/

6/6/2017

DETECTIBLE WARNING SURFACE, SEE DETAIL SHEET.

MATCH EXISTING SIDEWALK.
VICINITY MAP
NTS

~ ADA COMPLIANT RAMP WITH HANDRAILS, MAXIMUM 7.75% SLOPE, 30' MAXIMUM SPACING
~__ BETWEEN 5' x 5' LANDINGS. MAXIMUM 2% SLOPE IN ANY DIRECTION ON 5'X 5' LANDINGS.

—_—
p—
—_
—_

6. THE GENERAL CONTRACTOR SHALL CONTACT ALL OWNERS OF EASEMENTS, UTILITIES
AND RIGHT-OF-WAYS, PUBLIC OR PRIVATE, PRIOR TO WORKING IN THESE AREAS.

P s
15'X 430

SIGHT
TRIANGLE

CONTRACTOR SHALL MAINTAIN THE SITE IN A MANNER SO THAT WORKMEN AND PUBLIC
SHALL BE PROTECTED FROM INJURY, AND ADJOINING PROPERTY PROTECTED FROM
DAMAGE.

8. ACCESS TO UTILITIES, FIRE HYDRANTS, STREET LIGHTING, ETC., SHALL REMAIN
UNDISTURBED, UNLESS COORDINATED WITH RESPECTIVE UTILITY.

SITE KEYNOTES: (cont.) /

/
@ 30' DUMPSTER APPROACH REQUIRED BY CITY OF RALEIGH. SHOWN FOR ILLUSTRATION PURPOSE/B
ONLY.
/

CONTRACTOR IS RESPONSIBLE FOR DAMAGE TO ANY EXISTING ITEM AND/OR MATERIAL
INSIDE OR OUTSIDE CONTRACT LIMITS DUE TO CONSTRUCTION OPERATIONS.

/ ~
@ PAVEMENT FLUSH AT LOADING DOOR WITH CURB TRANSITION. SEE GRADING PLAN. / S~ 10. ALL DIMENSIONS ARE TO THE FACE OF CURB, UNLESS OTHERWISE NOTED.

/ ~
(39 EXISTING FIRE HYDRANT. / SS 20 ~ 11. DO NOT SCALE THIS DRAWING AS IT IS A REPRODUCTION AND SUBJECT TO DISTORTION.

WWVW.CSITEDESIGN.COM

/
/
/?/M/

12. THE GENERAL CONTRACTOR SHALL REMOVE ALL TRASH AND DEBRIS FROM THE SITE
UPON COMPLETION OF THE PROJECT AND AT LEAST ONCE A WEEK DURING
CONSTRUCTION.

@ 6" DIAMETER STEEL BOLLARD AT TRASH PAD /

/
/
/

(39 5'X 5' CONCRETE PAD AT DOOR / - -
~~ ~~ 20’ CITY OF RALEIGH

=~ 75R \\\\ \\\\ SANITARY SEWER EASEMENT 13
= BOOK OF MAPS 2009, PAGE 1170 ’

\\ 14,

(919) 848-6121, FAX: (919) 848-3741

THE GENERAL CONTRACTOR SHALL KEEP THE AREA OUTSIDE THE "CONSTRUCTION
LIMITS" BROOM CLEAN AT ALL TIMES.

NOSE DOWN CURB

@ PAINT 24" STOP BAR PER MUTCD AND DOT STANDARDS AND SPECIFICATIONS. ~<
GENERAL CONTRACTOR WILL ERECT AND ILLUMINATE A SITE IDENTIFICATION SIGN, PER
OWNER'S SPECIFICATION. COORDINATE LOCATION WITH OWNER'S REPRESENTATIVE

SITE DESIGN

—
<
O
e
L]
>
>
Q
@)

@ INSTALL " RIGHT TURN ONLY" SIGN PER MUTCD AND DOT STANDARDS AND S~<o
SPECIFICATIONS. =

INSTALL "STOP" SIGN PER MUTCD AND DOT STANDARDS AND SPECIFICATIONS.

FINISH CURB AND WALK ELEVATIONS SHALL BE 6" ABOVE FINISH PAVEMENT GRADE
CROSS ACCESS UNLESS NOTED DIFFERENT ON PLAN.
EASEMENT BOOK ~~_

014012, PAGE -~

01741-017452

\\\\70,/14

== =y,

Yy 16. CONTRACTOR SHALL ENSURE THAT ADEQUATE SITE LIGHTING IS PROVIDED
PER OWNER'S SPECIFICATIONS.

-~
(3+)
3

W p,
Yy AMENINTY e
AREA = 3,276 SF

17. ALL RADII DIMENSIONS ARE TO FACE OF CURB.

O
/\
& 18. ALL UTILITIES TO SERVICE BUILDING SHALL BE UNDERGROUND ON SITE, UNLESS

v OTHERWISE INDICATED.

19. ALL STREET SURFACES, DRIVEWAYS, CULVERTS, CURB AND GUTTERS, ROADSIDE
DRAINAGE DITCHES AND OTHER STRUCTURES THAT ARE DISTURBED OR DAMAGED IN ANY
MANNER AS A RESULT OF CONSTRUCTION SHALL BE REPLACED OR REPAIRED IN
ACCORDANCE WITH THE SPECIFICATIONS.

&
D
%»‘i’
g

RALEIGH, NORTH CAROLINA 27613

8712 CREEDMOOR ROAD

20. ALL DISTURBED AREAS SHALL HAVE TEMPORARY SEEDING AND MULCHING. ALL AREAS
THAT ARE PLANNED TO BE BARE FOR MORE THAN 45 DAYS SHALL BE SEEDED AND

AMENINTY MULCHED WITHIN SEVEN (7) DAYS.

AREA = 323 SF

21. THE CONTRACTOR SHALL VERIFY LOCATION AND ELEVATION OF ALL UNDERGROUND
UTILITIES. THE LOCATION OF ALL EXISTING UTILITIES ARE NOT NECESSARILY SHOWN ON
THE PLANS AND WHERE SHOWN ARE ONLY APPROXIMATE. THE CONTRACTOR SHALL ON
HIS INITIATIVE AND AT NO EXTRA COSTS HAVE LOCATED ALL UNDERGROUND LINES AND
STRUCTURES AS NECESSARY. NO CLAIMS FOR DAMAGES OR EXTRA COMPENSATION
SHALL ACCRUE TO THE CONTRACTOR FROM THE PRESENCE OF SUCH PIPE, OTHER
OBSTRUCTIONS OR FROM ANY DELAY DUE TO REMOVAL OR REARRANGEMENT OF THE
SAME. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO UNDERGROUND
STRUCTURES. THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING ALL
NON-SUBSCRIBING UTILITIES. THE CONTRACTOR(S) SHALL CONTACT NORTH CAROLINA 811
AT 1-800-632-4949 FOR ASSISTANCE IN LOCATING EXISTING UTILITIES.
CALL AT LEAST 48 HOURS PRIOR TO ANY DIGGING.

22. ALL LOT STRIPING AND DIRECTIONAL ARROWS TO BE WHITE REFLECTIVE MARKINGS AND
SHALL CONFORM TO LOCAL REGULATIONS.

23. COMPACTION AND MAINTENANCE OF PROPER MOISTURE CONTENT OF THE SOIL UNDER
BUILDINGS AND PAVED AREAS SHALL BE ACCOMPLISHED TO ACHIEVE 95% OF THE
STANDARD PROCTOR MAXIMUM DRY DENSITY OR AS RECOMMENDED IN THE SOIL REPORT.

O'REILLY AUTO PARTS
/ 7,938 SF
F.F.E.= 474.40 O

24. THE CONTRACTOR SHALL MAINTAIN AN "AS-BUILT" SET OF DRAWINGS TO RECORD THE
EXACT LOCATION OF ALL PIPING PRIOR TO CONCEALMENT. DRAWINGS SHALL BE GIVEN TO
THE OWNER UPON COMPLETION OF THE PROJECT WITH A COPY OF THE TRANSMITTAL

20' PRIVATE DRAINAGE LETTER TO THE ENGINEER.

EASEMENT
B.O.M. 2009, PG. 1170 25.

PERRY MANAGEMENT
518 PLAZA BOULEVARD
PO BOX 1475

KINSTON, NC 28503
PHONE: 252-523-5107
FAX: 252-523-8858

BEFORE COMMENCEMENT OF WORK, THE CONTRACTOR SHALL REVIEW ALL PLANS AND
SPECIFICATIONS AND THE JOB SITE. THE CONTRACTOR SHALL NOTIFY THE OWNER AND
THE ENGINEER WHO PREPARED THE PLANS OF ANY DISCREPANCIES THAT MAY REQUIRE
MODIFICATIONS TO THESE PLANS OR OF ANY FIELD CONFLICTS.

CLIENT/OWNER:

26. ALL PERMITS RELATIVE TO THE PROJECT MUST BE OBTAINED, PRIOR TO CONSTRUCTION.
ALL CONSTRUCTION TO BE IN ACCORDANCE WITH PERMITS ISSUED AND APPLICABLE
STATE, COUNTY AND LOCAL CODES.

o]
11) TYP. (Lg;
?

MENINTY] ' J
AREA '
= 658 SF

& \
20" PRIVATE DRAINAGE N
EASEMENT
B.O.M. 2009, PG. 1170

27. THE CONTRACTOR SHALL REFER TO THE ARCHITECTURAL DRAWINGS FOR ALL BUILDING
DIMENSIONS.

28. ALL PARKING LOT DIMENSIONS ARE TO FACE OF CURB UNLESS OTHERWISE NOTED.
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S OZBUR 29. CONTRACTOR SHALL COORDINATE EXACT SIZE OF HVAC CONCRETE PADS WITH

MECHANICAL CONTRACTOR. REFER TO MECHANICAL PLANS FOR DETAILS.

30. ALL SEEDING, TEMPORARY AND PERMANENT, TO BE INSTALLED TO LOCAL REGULATIONS
AND STANDARD PRACTICES.

o4 | /

31. ALL ROAD WORK SHALL BE PERFORMED IN ACCORDANCE WITH "THE CURRENT EDITION OF

o THE STATE DEPARTMENT OF TRANSPORTATION CONSTRUCTION AND MATERIALS
SPECIFICATIONS".

32. ANY AND ALL QUANTITIES SHOWN OR IMPLIED ON THESE PLANS ARE FOR ESTIMATION
PURPOSES ONLY.

IT IS THE GENERAL CONTRACTOR'S RESPONSIBILITY TO COORDINATE WITH THE

UTILITY EASEMENT- A IRRIGATION CONTRACTOR, FOR IRRIGATION SLEEVE SIZE FOR IRRIGATION SYSTEM.

I /
~o I |
! )
PROPOSED 5' GENERAL ™\ _ I J 33.
J ]

SITE PLAN

,I =737 SF 34. CONTRACTOR AGREES THAT IN ACCORDANCE WITH GENERALLY ACCEPTED

| CONSTRUCTION PRACTICES, CONTRACTOR WILL BE REQUIRED TO ASSUME SOLE AND

! COMPLETE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY.
THIS REQUIREMENT SHALL BE MADE TO APPLY CONTINUOUSLY AND NOT BE LIMITED TO
NORMAL WORKING HOURS. CONTRACTOR FURTHER AGREES TO DEFEND, INDEMNIFY, AND
HOLD THE OWNER AND DESIGN PROFESSIONAL HARMLESS OF ANY AND ALL LIABILITY,
REAL OR ALLEGED IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT,
EXCEPTING LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER OR DESIGN
PROFESSIONAL.

-~
-

SITE LEGEND

SPILL CURB

—~—

EXISTING 5" SIDEWALK

DESIGN ADJUSTMENTS: !
REQUIRED FOR (1' FEE-IN-LIEU REQUIRED) - — SSSan NG _II II
=I”7T )

EXISTING 3.5' GRASS ! —= Z
- STRIP AND 5' SIDEWALK PROPOSED 2'x 2' CITY OF < N
HANDICAP RAMP —~ ~~ ~ — RALEIGH WATER METER . =~

o S -~ C ORP EASEMENTS 7 \:\\.j
@)
{Tf\ HANDICAP STALL

] concrere ——

PROPERTY LINE

RALEIGH, NORTH CAROLINA
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—
—
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O'REILLY AUTO PARTS
6106 CORPORATE RIDGE ROAD

PROPOSED -
4.5' —~—
RIGHT-OF-WAY

DEDICATION.

—
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—
—
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—
—
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ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH
= CURRENT CITY OF RALEIGH AND NCDOT STANDARDS,
SPECIFICATIONS AND DETAILS.
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FIRE HYDRANT
SITE TBM ON FLANGE
BOLT UNDER SET SCREW

EX. FIRE HYDRANT —~ - —_ ELEV. = 484.32' (NAVD 88)

—T SIGN
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1"=20'
01-27-16
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F.F.E. = XXX.XX FINISH FLOOR ELEVATION =<

1 inch = 20 ft.

X\PER - Perry Management\1601 - O' Reilly Auto Parts - Raleigh, NC\CAD\PER1601-SP.dwg, 6/21/2017 1:36:23 PM,

travish






	Floor Plan.pdf
	Sheets and Views
	A1.1-FLOOR PLAN





